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HARRIS Model 8212068 s
Preset Flow Regulator, Dual

Turn to the PROS.

WADE 4y,

USA

EUROPE

Inlet & Dual Outlet.

HARRIS model 8217068 Preset Regulator, with internal

Safety Relief Valve. Vertical and Rear Inlet to

suit either Vertical or Side Inlet cylinders. Can be

changed by operator with 17mm spanner. NO Thread
Tape or Thread Paste. Tighten clockwise to 30N/M. Dual

outlets for 2 Flowmeters, supplied with one
outlet plug for single Flowmeter application.

HARRIS model 8217034, shown with Rear Inlet for side outlet
cylinders and twin 0_30L/min Flowmeters. Each Flowmeter
performs independently of the other to allow 2 welders, or
single welder with other Flowmeter fully off or welder and in-

dependent gas purging. f
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8217068

Model 821 Preset Reg. Dual in/out + ISRV +
Blanking Plug.

8217025

Model 821 Preset Reg. Dual in/out (Side Inlet) +
ISRV + 1 x 0-15LPM Flowmeter & Blanking Plug.
NITROGEN

8217026

Model 821 Preset Reg. Dual in/out (Vertical Inlet)
+ ISRV + 1 x 0-30LPM Flowmeter & Blanking Plug.

P/N 8212034

Buy locally for the best service & support.

8217027

Model 821 Preset Reg. Dual in/out (Side Inlet) +
ISRV + 1 x 0-30LPM Flowmeter & Blanking Plug.

8217028

Model 821 Preset Reg. Dual in/out (Vertical Inlet)
+ ISRV + 1 x 0-15LPM Flowmeter & Blanking Plug.

8217033

Model 821 Preset Reg. Dual in/out (Side Inlet) +
ISRV + 1 x 0-15LPM Flowmeter & Blanking Plug.

8217034

Model 821 Preset Reg. Dual in/out (Vertical Inlet)
+ ISRV + 2 x 0-30LPM Flowmeters.

8217036

Model 821 Preset Reg. Dual in/out (Side Inlet) +
ISRV + 2 x 0-30LPM Flowmeters.




